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Stratum DescripƟon

MADE GROUND: Grass over dark brown clayey topsoil.
MADE GROUND: Loose yellowish brown sandy gravel. Sand is Įne to coarse. Gravel is Įne to 
coarse angular to subrounded of limestone. 

SoŌ grey gravelly low strength silty CLAY. Gravel is Įne to coarse angular of limestone.
Inferred cobbles of limestone noted. 

Very soŌ dark brown extremely low to low strength PEAT. 

Very soŌ grey very low strength silty CLAY. 

Firm greyish brown slightly sandy slightly gravelly medium strength CLAY. Sand is Įne to coarse. 
Gravel is Įne to coarse angular to subrounded of sandstone and limestone. 

Medium dense light brown sandy GRAVEL and COBBLES. Sand is Įne to coarse. Gravel is Įne to 

Samples and Insitu TesƟng

Depth (m)

0.50
1.00

1.50 - 1.95
1.80 - 2.00

2.00
2.50 - 2.95
2.50 - 3.00

3.70
3.80 - 4.25
3.80 - 4.00
4.50 - 4.95

5.00
5.50 - 5.95
5.50 - 6.00
7.00 - 7.50

7.50

8.50 - 8.95
8.50 - 9.00

10.20 - 10.45

10.80

11.50 - 11.95
11.50 - 12.00

13.00 - 13.45
13.00 - 13.50

14.00
14.50 - 14.95
14.50 - 15.00

16.00 - 16.45
16.00 - 16.50

Type

D
D

SPT (S)
B
D

SPT (S)
B
D

SPT (S)
B
U
D

SPT (S)
B
U
D

SPT (S)
B

U

D

SPT (S)
B

SPT (S)
B
D
B
U

SPT (S)
B

Results

N=6 (2,3/2,2,1,1)

N=7 (1,1/2,1,2,2)

N=1 (1,0/0,0,1,0)

10 blows [450mm]

N=3 (0,0/1,1,0,1)

10 blows [400mm]

N=2 (1,0/1,0,0,1)

20 blows [350mm]

N=2 (1,1/0,1,0,1)

N=8 (1,1/2,2,2,2)

50 blows [NR]

N=19 (3,4/4,5,4,6)

16.80

18.20

coarse angular to subrounded of sandstone and limestone. 
Cobbles are angular to subrounded of limestone.
WhiƟsh yellow weathered LIMESTONE. 

Reddish brown MUDSTONE.
Drillers DescripƟon.
Driller notes rapid penetraƟon from 22.00-33.00mbgl.

16.60
16.70 - 17.15
16.80 - 17.00
17.20 - 18.00
18.20 - 18.65

D
SPT (S)

D
D

SPT (S)

N=50+ (25/50)

N=50+ (4,7/9,11,14,16)

12-16 Yarm Road
Stockton on Tees
TS18 3NA
01642 607083
info@solmek.com

Borehole Log
Scale 1:150 Sheet 1 of 2

BH01

Contract no: S231202 Site: Princess Close, Ripon

Driller:

Plant used:

Started:

Bainbridge Brothers Ltd 

Dando 3000

13/12/2023

GL (AOD):

EasƟng:

Northing:

Client: Align Property Partners Ended: 15/12/2023 Logged: RF

Method: Cable Percussive and rotary openhole BackĮlled: 15/12/2023 Status: DRAFT

Hole Diameter Casing Depths General Remarks Chiselling Ground Water
1.2m Hand excavated inspecƟon pit dug. 
Groundwater encountered at 3.50m and 16.50m. 
Open hole from 16.50-60.00mbgl.

Depth 
Base (m)

Diameter 
(mm)

15.00 200
18.20 200

Depth Base 
(m)

Diameter 
(mm)

15.00 200
18.20 150

From (m) To (m) Time (hr) Depth Strike 
(m)

Depth Casing 
(m)

Depth Sealed 
(m)

Time Elapsed 
(min) Water Level (m)

3.50 3.50 11.50 20 3.34
16.50 16.50 20 12.78
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Stratum DescripƟon

Reddish brown MUDSTONE.
Drillers DescripƟon.
Driller notes rapid penetraƟon from 22.00-33.00mbgl.

Light grey to yellowish brown MUDSTONE.
Drillers DescripƟon.

End of Borehole at 60.000m

Samples and Insitu TesƟng

Depth (m) Type Results

Coring / Fractures
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Stockton on Tees
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BH01

Contract no: S231202 Site: Princess Close, Ripon

Driller:

Plant used:

Started:

Bainbridge Brothers Ltd 

Dando 3000

13/12/2023

GL (AOD):

EasƟng:

Northing:

Client: Align Property Partners Ended: 15/12/2023 Logged: RF

Method: Cable Percussive and rotary openhole BackĮlled: 15/12/2023 Status: DRAFT

Hole Diameter Casing Depths General Remarks Flush Returns Ground Water
1.2m Hand excavated inspecƟon pit dug. 
Groundwater encountered at 3.50m and 16.50m. 
Open hole from 16.50-60.00mbgl.

Depth 
Base (m)

Diameter 
(mm)

15.00 200
18.20 200

Depth Base 
(m)

Diameter 
(mm)

15.00 200
18.20 150

From (m) To (m) Flush Type Flush (%)

16.50 60.00 Water 100

Depth Strike 
(m)

Depth Casing 
(m)

Depth Sealed 
(m)

Time Elapsed 
(min)

Water Level 
(m)

3.50 3.50 11.50 20 3.34
16.50 16.50 20 12.78




